	
 SHAPE  \* MERGEFORMAT 



	Chainsaw safety – check list
	Page 1 of 3

	Project Number
	Project Title

	Outage Manager
	Site Manager

	Document Number
	Date



	Proposed Work Methodology

	Work Party
	

	Location
	

	Description
	


	Review of Proposed Procedures & Equipment

	Mandatory Requirements

	Hazard
	Control Measure
	Checked

	Unidentified Job Specific Hazards
	JHA to be carried out by staff detailing on the day hazards that could not be practically assessed prior to attending site in addition to this “Check List”. All staff to sign on to JHA accepting this form and the on the day hazards and controls. JHA has been completed and approved by the relevant personnel in accordance with the JHA Procedure

	

	Hydro Hazards-Lack of awareness of local asset and other simultaneous operations
	Project or Outage manager to notify work party of ALL Hydro Tasmania Assets in area (including Protection PLC, Mechanical, Electrical and Civil Assets). Work party to inspect and make safe
	

	Chainsaw Specific Hazards
	Minimum PPE requirements, E.g. Chainsaw pants, Hearing protection (ear plugs or ear muffs), Eye protection (goggles or visor), Safety helmet, Steel toed safety boots and High grip gloves
	


	General Requirements

	Hazard
	Control Measure
	N / A
	Checked

	Unqualified Operator
	Operator to provide proof of adequate chainsaw training e.g. chainsaw accreditation or similar
	
	

	Incorrect Refuelling and potential for fires
	Smoking prohibited whilst refuelling chainsaw
	
	

	
	Chainsaw to be refuelled in a well ventilated area
	
	

	
	Chainsaw is only to be refuelled after the engine has cooled down
	
	

	
	All fuel caps fitted tightly and any excess fuel wiped off

	
	

	
	Operator to move at least 3 metres from refuelling area before attempting to restart the chainsaw

	
	

	
	Only safety approved fuel containers are to be used

	
	

	
	Fire extinguisher or knap sack and shovel nearby
	
	

	Lack of pre-start checks
	Is the chainsaw in good repair (no leaks, wear or visible damage)
	
	

	
	Throttle trigger, safety lock and stop switch operate correctly
	
	

	
	Chain brake ion good working order, chain lubricated, sharp and the tension is correct
	
	

	
	Carburettor idling adjustment is correct

	
	

	
	Operating instructions read and understood

	
	

	
	Area inspected and cleared of all hazards that may affect the operation
	
	

	Incorrect fall path
	Are there any overhead hazards e.g. power lines etc

	
	

	
	Is the planned falling path of the tree clear of all obstacles?
	
	

	
	Is the work area appropriately signed and barricaded

	
	

	
	Can this task be performed in a safer manner?

	
	

	Starting and using the chain saw
	Is the correct starting technique to be used for starting the saw e.g., saw placed firmly on the ground
	
	

	
	First aid kit nearby

	
	

	
	Chainsaw held firmly with 2 hands whilst operating

	
	

	
	Second person in attendance as a watcher

	
	


	Site Registration (Note: Applies to all Work Parties and personnel working on site)

	Requirement
	Checked

	Authority to Work issued
	

	Visitors register sheet or emergency board being used. Site Map issued (showing emergency assembly areas and fire equipment)  
	

	Hydro Tasmania Level 2 O H & S Induction complete
	

	Hydro Tasmania Level 3 Site induction complete
	


S

	Additional Personal Protective Equipment (Compliant with Australian Standards)

	Requirement
	Checked
	Requirement
	Checked
	Requirement
	Checked

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


	Certification

	I have personally checked and verified all items on all pages of this check list

	Project or Outage Manager Name
	Signature
	Date

	
	
	

	I acknowledge and agree that all items are detailed on all pages of this check list. I agree to ensure that all employees and sub-contractors engaged in this work will fully comply with all control measures indicated

	Manager of Work Party Name
	Signature
	Date
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