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	Project Number
	Project Title

	Outage Manager
	Site Manager

	Document Number
	Date



	Proposed Work Methodology

	Work Party
	

	Location
	

	Description
	


	Review of Proposed Procedures & Equipment

	Mandatory Requirements

	Hazard
	Control Measure
	Checked

	Unidentified Job Specific Hazards
	JHA to be carried out by staff detailing on the day hazards that could not be practically assessed prior to attending site in addition to this “Check List”. All staff to sign on to JHA accepting this form and the on the day hazards and controls. JHA has been completed and approved by the relevant personnel in accordance with the JHA Procedure

	

	Hydro Hazards-Lack of awareness of local asset and other simultaneous operations
	Project or Outage manager to notify work party of ALL Hydro Tasmania Assets in area (including Protection PLC, Mechanical, Electrical and Civil Assets). Work party to inspect and make safe
	


	General Requirements

	Hazard
	Control Measure
	N / A
	Checked

	Dogman / Riggers not qualified 
	Qualified Dogmen / Riggers to be responsible for lifting tasks
	
	

	Crane Driver not qualified 
	Qualified Crane Driver(s) to be responsible for lifting tasks
	
	

	Unregistered Crane (Legal Breach)
	Crane is registered
	
	

	Lifting gear not in date and registered
	Check lifting gear not in date and registered
	
	

	Inadequate access and egress from load
	Floor / ground surfaces in good condition

	
	

	
	No trip hazards or open hatches

	
	

	
	Sufficient clearance around the load

	
	

	
	Personnel clear of load
	
	

	Unknown mass of load
	Refer to object mass identification markings
	
	

	
	Refer to makers drawings
	
	

	
	Refer to station load register
	
	

	
	Refer to engineering calculation
	
	

	Inappropriate lifting gear identified
	Identify lifting gear by chart ratings, stampings and tags
	
	

	
	Lifting gear in a good serviceable condition
	
	

	
	Lifting gear in current date
	
	

	Crane not fit for purpose
	Pre start inspection performed and crane deemed fit for purpose
	
	

	Over head hazards
	All equipment clear of any over head hazards
	
	

	
	All personnel clear of any over head hazards
	
	

	Excessive floor loading
	Floor loadings checked prior to lift
	
	

	Inadequate communications
	Clear hand signals used
	
	

	
	Radios used and spare batteries are on site
	
	


	Site Registration (Note: Applies to all Work Parties and personnel working on site)

	Requirement
	Checked

	Authority to Work issued
	

	Visitors register sheet or emergency board being used. Site Map issued (showing emergency assembly areas and fire equipment)  
	

	Hydro Tasmania Level 2 O H & S Induction complete
	

	Hydro Tasmania Level 3 Site induction complete
	


S

	Additional Personal Protective Equipment (Compliant with Australian Standards)

	Requirement
	Checked
	Requirement
	Checked
	Requirement
	Checked

	
	
	
	
	
	

	
	
	
	
	
	


	Certification

	I have personally checked and verified all items on all pages of this check list

	Project or Outage Manager Name
	Signature
	Date

	
	
	

	I acknowledge and agree that all items are detailed on all pages of this check list. I agree to ensure that all employees and sub-contractors engaged in this work will fully comply with all control measures indicated

	Manager of Work Party Name
	Signature
	Date
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