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	Project Number
	Project Title

	Outage Manager
	Site Manager

	Document Number
	Date



	Proposed Work Methodology

	Work Party
	

	Location
	

	Description
	


	Review of Proposed Procedures & Equipment

	Mandatory Requirements

	Hazard
	Control Measure
	Checked

	Unidentified Job Specific Hazards
	JHA to be carried out by staff detailing on the day hazards that could not be practically assessed prior to attending site in addition to this “Check List”. All staff to sign on to JHA accepting this form and the on the day hazards and controls. JHA has been completed and approved by the relevant personnel in accordance with the JHA Procedure

	

	Lack of protection of the Load
	All items being transported must be covered with a tarpaulin and the Transport Company is to provide water proof tarp to cover load during transport
	

	
	All open ports of components must be blanked of to prevent internal damage
	

	
	Electrical items (e.g. Exciter) must be fully wrapped under and over with cling wrap or similar to prevent any possibility of moisture, dirt etc entering the windings
	

	Hydro Hazards-Lack of awareness of local asset and other simultaneous operations
	Project or Outage Manager to notify work party of ALL Hydro Tasmania Assets in area (including Protection PLC, Mechanical, Electrical and Civil Assets). Work party to inspect and make safe
	

	
	The age and value of Items being transported (Spears are 70 years old of brittle nature and almost impossible to replace) has been explained to the Transportation Company and Driver. In that any loss or significant damage through transportation will mean a significant delay in returning the Machine to Service.
	

	Breach of Legal Requirements
	The information contained in the NTC Load Restraint Guide must be followed, in addition to this the following General Requirements must also be complied with
	

	Job Specific Hazards
	Minimum safety requirements for all Hydro Tasmania Sites are hard helmet, safety glasses, high visibility clothing or vest, Safety boots and gloves
	


	General Requirements – HYDRO TASMANIA TO COMPLETE

	Hazard
	Control Measure
	N / A
	Checked

	Incorrect Collection and Destination Point
	Transport from
	
	

	
	Transport to
	
	

	
	Date required at destination
	
	

	Incorrect Description of load
	Weight
	
	

	
	Size – Length = 

           Width  =

           Height =
	
	

	Unsatisfactory tie down equipment
	Transport Company to provide all tie down equipment to secure the load and this equipment must be in a serviceable and in good condition
	
	

	
	Tie down straps are a must and need to be used in preference to chains, due to the nature of the components being transported
	
	

	
	Under no circumstances are ropes to be used for securing the load
	
	

	
	Chains can be used but their use must be approved by the Site Manager
	
	

	Incorrect supporting of Load
	Where appropriate special transport frames shall be made by Hydro Tasmania and used to support the load during transportation
	
	

	Unplanned loading requirements at site
	Any special loading requirements
	
	

	
	Station crane
	
	

	
	Mobile yard crane
	
	

	
	Competent crane operator and rigger / dogman
	
	

	
	Contact name
	
	

	Unsatisfactory unloading facilities at destination
	Workshop crane
	
	

	
	Mobile yard crane
	
	

	
	Competent crane operator and rigger / dogman
	
	

	
	Contact name
	
	

	Lack of Supervision for loading and unloading
	Project Manager, Outage Manager or Production Manager to supervise or delegate responsibility
	
	


	General Requirements – TRANSPORT COMPANY TO COMPLETE

	Hazard
	Control Measure
	N / A
	Checked

	Proposed route
	Driver familiar with the proposed route
	
	

	
	Are road conditions safe for transport e.g. gravel, muddy, narrow, winding, bitumen, snow etc
	
	

	
	Are there over head hazards that can or will be affected e.g. overhead live electrical cables 
	
	

	
	Are there any bridges with load restrictions
	
	

	
	Permits or other requirements
	
	

	
	Transport Procedure required and received
	
	

	Transport vehicle and Driver


	In serviceable condition and correct for the task
	
	

	
	Experienced and capable for task
	
	

	
	Description of transport equipment (e.g. Flat Tray, Semi Trailer etc)
	
	

	
	Transport Company to provide dunnage for loading
	
	

	
	Transport Company to provide 10 mm thick anti – slip rubber matting to prevent load slipping during transport. The rubber matting is mandatory If steel tray trucks are used. The load should then be placed on timber dunnage
	
	


	Site Registration (Note: Applies to all Work Parties and personnel working on site)

	Requirement
	Checked

	Authority to Work issued
	

	Visitors register sheet or emergency board being used. Site Map issued (showing emergency assembly areas and fire equipment)  
	

	Hydro Tasmania Level 2 O H & S Induction complete
	

	Hydro Tasmania Level 3 Site induction complete
	


S

	Additional Personal Protective Equipment (Compliant with Australian Standards)

	Requirement
	Checked
	Requirement
	Checked
	Requirement
	Checked

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


	Certification

	I have personally checked and verified all items on all pages of this check list

	Hydro Tasmania Representative
	Signature
	Date

	
	
	

	I acknowledge and agree that all items are detailed on all pages of this check list. I agree to ensure that all employees and sub-contractors engaged in this work will fully comply with all control measures indicated

	Transport Company Representative
	Signature
	Date
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