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	Project Number
	Project Title

	Outage Manager
	Site Manager

	Document Number
	Date



	Proposed Work Methodology

	Work Party
	

	Location
	

	Description
	


	Review of Proposed Procedures & Equipment

	Mandatory Requirements

	Hazard
	Control Measure
	Checked

	Unidentified Job Specific Hazards
	JHA to be carried out by staff detailing on the day hazards that could not be practically assessed prior to attending site in addition to this “Check List”. All staff to sign on to JHA accepting this form and the on the day hazards and controls. JHA has been completed and approved by the relevant personnel in accordance with the JHA Procedure

	

	Lack of site preparation
	Excavation/Penetration work is covered by a Concealed Services Permit
	

	
	Precise location of all concealed services, buried pipe work, structures, foundations, electrical equipment, cabling, or hazardous materials are identified and clearly marked to prevent damage during the work
	

	Hydro Hazards-Lack of awareness of local asset and other simultaneous operations
	Project or Outage manager to notify work party of ALL Hydro Tasmania Assets in area (including Protection PLC, Mechanical, Electrical and Civil Assets). Work party to inspect and make safe
	


	General Requirements

	Hazard
	Control Measure
	N / A
	Checked

	Incorrect Penetration
	Excavation/Penetration work is covered by a Concealed Services Permit
	
	

	
	JHA, Environmental Impact Assessment (if required), Concealed Services Permit & concealed services markings regularly reviewed with work crew
	
	

	
	The stability of any building, structure, road or way (driveway, foundation, & footpath) is ensured by implementing approved control measures before work starts
	
	

	
	There is adequate lighting in the work area
	
	

	
	There is adequate ventilation in the work area
	
	

	
	Requirements for water and dust control have been implemented
	
	

	
	Agreed PPE for the task is being worn
	
	

	
	High risk activities are adequately supervised
	
	

	Incorrect Excavation
	All workers are in a position to be seen by others when working in excavations
	
	

	
	Another person is in the immediate vicinity of a person working in a 1.5 m (or deeper) excavated area
	
	

	
	Workers are keeping clear of all earth moving machinery and are not working on embankments or slopes below equipment
	
	

	
	If trench stability becomes uncertain, work shall stop immediately until safe
	
	

	
	If unattended excavations use secure covers to prevent personnel falling in
	
	

	
	Safe access is provided out of, and across, excavations & workers are not taking shortcuts
	
	

	
	There is at least one access/exit ladder for every 9m of trench length
	
	

	
	Trenches are barricaded at least 1m high to highlight the hazard
	
	

	
	Engine-driven plant is at least 10m from excavation during occupancy
	
	

	
	Equipment and excavated material is not placed closer than 1.5 times within the accepted exclusion zone to prevent cave-in or material falling in
	
	

	
	Excavations greater than 1.5m in depth are shored and/or battered
	
	

	
	Geotechnical Engineer’s Report obtained for all excavations greater than 1.5m deep without shoring/benching/battering
	
	

	
	‘Mechanical removal of material’ can proceed up to 1m of a ‘positive service location’ (i.e. by exposure or using an electronic location device)
	
	

	
	Only ‘non-mechanical removal of material’ used within 1m of a concealed service
	
	

	
	Benches and batters are in accordance with accepted industry standards
	
	

	
	Warning lights &signs provided where necessary, especially at night & during inclement weather
	
	

	
	Site inspections are conducted and documented on an as-needed basis to check for evidence of hazardous conditions e.g. after a rainstorm

	
	

	
	Sheeting and shoring is regularly inspected
	
	

	
	A written inspection report is completed immediately after completing an inspection and kept at the site until completion of the work
	
	

	
	Backfill is not carried out until approval obtained from the PIO
	
	

	
	Backfilling within 2m of electrical cables is not carried out until a Competent Person is in attendance
	
	


	Site Registration (Note: Applies to all Work Parties and personnel working on site)

	Requirement
	Checked

	Authority to Work issued
	

	Visitors register sheet or emergency board being used. Site Map issued (showing emergency assembly areas and fire equipment)  
	

	Hydro Tasmania Level 2 O H & S Induction complete
	

	Hydro Tasmania Level 3 Site induction complete
	


S

	Additional Personal Protective Equipment (Compliant with Australian Standards)

	Requirement
	Checked
	Requirement
	Checked
	Requirement
	Checked

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


	Certification

	I have personally checked and verified all items on all pages of this check list

	Project or Outage Manager Name
	Signature
	Date

	
	
	

	I acknowledge and agree that all items are detailed on all pages of this check list. I agree to ensure that all employees and sub-contractors engaged in this work will fully comply with all control measures indicated

	Manager of Work Party Name
	Signature
	Date
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