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Hydro Tasmania

	LOCATION:
	

	DATE:
	

	SCOPE:
	


Overview – Critical Lift Plan:
This plan covers:
	1. 
	

	2. 
	

	3. 
	

	4. 
	


Items to be lifted include:
	1. 
	

	2. 
	

	3. 
	

	4. 
	


Note: The critical lift plan does not cover:
	1. 
	

	2. 
	

	3. 
	

	4. 
	


Equipment

	Crane Type:
	

	Lifting Capacity:
	

	Crane Control:
	

	Lifting Equipment:
	Note: Refer to Lifting equipment and include capacity and / or reference drawings


	Additional Equipment:
	

	· Communication Equipment
	

	· Temporary Lighting
	

	· Jacking equipment 
	

	· etc.
	

	· etc.
	


Load Parameters & Relevant Data

1. The weight of XXXXX is:
Procedure

Reference Documents:





Plot plan and rigging sketch
HSEP0933 - Permit to Work
HSEF0303.2 – Safe Work Method Statements

HSEF0303.1 - Job Hazard Analysis
1. Carry out a “Toolbox and Hazard Identification Meeting” before the lift commences and record it on the appropriate form.

2. Set-up
3. The following checks shall be undertaken prior to lift:
Examples only
	· Lift calculation checked 
	· Pre-lift meeting held

	· Rigging arrangement checked and correct
	· Ground conditions are adequate 

	· Lifting areas are safely barricaded
	· Electrical Hazards identified

	· Lifting equipment is not wrapped around sharp edges (Rated material appropriate to WLL)
	· Crane pre-start completed (No Faults Identified)

	· Lighting appropriate for task
	· Weather conditions appropriate for lift

	· Taglines in place to control the load
	· Centre of gravity determined

	· Permit in place
	· Lifting equipment current inspection tag

	· Communication method agreed and in place
	· SWMS In place

	· Lifting equipment pre-starts completed (No Faults Identified)
	· JHA is in place

	· Lifting points certified (sighted certs, drawings, etc.), tested and tagged, and load ratings known
	· 

	· 
	· 

	· 
	· 

	· 
	· 

	· 
	· 

	· 
	· 


4. Connect 
5. Proceed to lift 

6. Complete the lift

Note: Include notes where required 

	Prior to the Critical Lift Plan being signed off, the following requirements have been met:
Plot plan and rigging sketch attached? 

(Yes (No (N/A 
Proposed method of slinging the item is acceptable? 

(Yes (No (N/A 
Lifting lugs and other attachments can support the load as per the rigging method? 

(Yes (No (N/A 
Item to be lifted will not be damaged by the lifting arrangement? 

(Yes (No (N/A 
The Lift Path has been assessed and no obstructions or Hazards identified? 

(Yes (No (N/A 
Rigging equipment can be safely released from the load when the lift is placed into its final position? 

(Yes (No (N/A 
Have Emergency plans been developed to ensure safety of all Workers? 

(Yes (No (N/A 
Isolations and approvals have been identified and approved? 

(Yes (No (N/A 
Traffic management plan in place? 

(Yes (No (N/A 


	If N/A to any of the above provide, provide comment:



	Lift Team Members
	Name
	Signature
	HRWL #
	Date

	Line Manager (PCMW)
	
	
	
	

	Task Supervisor
	
	
	
	

	Crane Operator
	
	
	
	

	Lead Rigger / Dogman
	
	
	
	

	Rigger / Dogger
	
	
	
	

	Other
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	Comments (if applicable)
	


Appendices
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